


ABS Solvent Weld DWV |

SOLID/
CELLULAR CORE

NON-PRESSURE-RATED ACRYLONITRILE BUTADIENE STYRENE (ABS) PIPE

MADE IN AMERICA

SUBMITTAL AND DATA SHEET

SOLID CORE: ASTM D2661 & CSA B181.1

PIPE SIZE MIN. T.
(IN) (IN)

Schedule 40 /DWV

PIPE SIZE
(IN) (IN)

MIN. T.

Schedule 40 /DWV

PRODUCT STANDARD

SOLID CORE

ASTM D2661, CSA B181.1

CELLULAR CORE

ASTM F628

INSTALLATION

JM Eagle™ Solvent Weld
Installation Guide.

CERTIFICATION
ANSI/NSF 61, ANSI/NSF 14*

PIPE END FINISH
Plain End

APPROX.WGT
(LBS/FT)

PIPE STIFFNESS
(PSI)

PIPE STIFFNESS
(PSI)

APPROX.WGT
(LBS/FT)

NOMINAL LAYING LENGTH

10/20 feet

(Laying length tolerances are
in accordance with ASTM
standards.)

Manning Coefficient (n) = 0.009

-

- | O.D.

!

T- Wall Thickness I.D. - Inside Diameter

0.D. - QOutside Diameter

A'EI[P’) @ us?ac

ASTM INTERNATIONAL MEMBER

This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details.

CUSTOMER SERVICE:1.800.621.4404

THIS PRODUCT IS MADE IN AMERICA

UPDATED DECEMBER 2025



