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Eagle Loc900RL JMEagle

PRESSURE-RATED PVC PIPE INTERNAL RESTRAINED JOINT

4

MADE IN AMERICA

PIPE SIZE .0.D. . 1.D. .T. APPROX. APPROX. APPROX. | APPROX. WGT
(N) E' E? D® (LBS/FT)

PRESSURE CLASS: 305 psi (DR 14)
PIPE STIFFNESS: 815 psi

PRESSURE CLASS: 235 psi (DR 18)
PIPE STIFFNESS: 364 psi

PRESSURE CLASS: 165 psi (DR 25)
PIPE STIFFNESS: 129 psi

0.192 4.50 5.50 6.045 1.842
0.276 5.25 6.25 8.427 3.814
0.362 6.25 7.25 10.896 6.588
0.444 7.25 8.25 13.332 9.952
0.528 8.25 9.25 15.69 14.130
0.696 7.25 8.25 20.561 24.796
1.032 9.75 11.25 30.239 56.98+<
This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details. CUSTOMER SERVICE:1.800.621.4404

THIS PRODUCT IS MADE IN AMERICA UPDATED OCTOBER 2025
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PRESSURE-RATED PVC PIPE INTERNAL RESTRAINED JOINT

SUBMITTAL AND DATA SHEET

PRODUCT STANDARD

AWWA C900 Pipe UL 1285 Listed

PIPE COMPOUND

ASTM D1784 Cell Class 12454

O.D.
1.D.

CERTIFICATION
ANSI/NSF 61,

(

MADE IN AMERICA

NOMINAL LAYING LENGTH

FM 1612 (DR 14, 18, 47-12") m

INSTALLATION

JM Eagle™ Eagle Loc 900RL
Installation Guide

(Laying length tolerances
are in accordance with AWWA
and ASTM standards.)

Manning Coefficient (n) = 0.009
Hazen-Williams Coefficient (c) = 150

I.D. - Inside Diameter
0.D. - Outside Diameter
D® - Bell Outside Diameter
R - Reiber Gasket
T - Grip Ring

E - Distance between
Assembly Marks and
the end of the spigot.

This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details.
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CUSTOMER SERVICE:1.800.621.4404
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