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EAGLE GREEN™ PE | SINGLE/DUAL WALL S

ECO-FRIENDLY/NON-PRESSURE RATED - RECYCLED HDPE CORRUGATED PIPE

(s

MADE IN AMERICA

SUBMITTAL AND DATA SHEET

SINGLE WALL - PIPE FOR USE IN GRAVITY FLOW DRAINAGE

NOM 1.D. APPROX. 0.D. (IN) PIPE STIFFNESS (PSI)
IN (MM)

4.732 35

6.870 35
PRODUCT STANDARD PIPE COMPOUND ADDITIONAL OPTION
ASTM Fe667 ASTM D3350 Cells Class 424420C/E Perforated*, Coil*

|

NOMINAL LAYING LTN.
colL BVEAVEVAAVA

4" 100/250 feet § 6" 100 feet

(Laying length tolerances
are in accordance with ASTM
standards)
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INSTALLATION

ASTM D2321
JM Eagle™ Eagle Corr PE
Installation Guide

AN AW AW AW AW AW/

A

i’ USGBC

AASTM INTERNATIONAL MEMBER

This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details. CUSTOMER SERVICE:1.800.621.4404

THIS PRODUCT IS MADE IN AMERICA UPDATED JANUARY 2026
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EAGLE GREEN™ PE | SINGLE/DUAL WALL

ECO-FRIENDLY/NON-PRESSURE RATED - RECYCLED HDPE CORRUGATED PIPE

JMEa

MADE IN AMERICA

(

SUBMITTAL AND DATA SHEET

DUAL WALL - PIPE FOR USE IN GRAVITY FLOW DRAINAGE

m APPROX. O.D. PIPE STIFFNESS
(IN) (PsI)
PRODUCT STANDARD PIPE COMPOUND GASKET
ASTM F2648/F2648M ASTM D3350 Cell Class 424420C/E ASTM F477

ASTM D3350 Cell Class 435400C/E

INTEGRAL BELL JOINT ADDITIONAL OPTIONS
ASTM D3212 Perforated*
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NOMINAL LAYING LTN. VERVIRVAIV. . w:v.\V I AVARVERV
20 feet | DUAL WALL

(Laying length tolerances
are in accordance
with ASTM standards)

INSTALLATION

ASTM D2321
JM Eagle™ Eagle Corr PE
Installation Guide
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ASTMINTERNATIONAL MEMBER

This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details. CUSTOMER SERVICE:1.800.621.4404
THIS PRODUCT IS MADE IN AMERICA UPDATED JANUARY 2026




