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Solvent Weld DWV | 220004k core JMEagle

MADE IN AMERICA

(

SUBMITTAL AND DATA SHEET

SOLID CORE: ASTM D2949

PRESSURE APPROX.WGT PIPE STIFFNESS
RATING (PSI) (LBS/FT) (PSI)

2.987

PIPE SIZE o PRESSURE APPROX.WGT PIPE STIFFNESS
(L)) RATING (PSI) (LBS/FT) (PSI)

SCHEDULE 40

PRODUCT STANDARD CERTIFICATION NOMINAL LAYING LENGTH
ASTM D2949/D2665/D1785 ANSI/NSF 61, ANSI/NSF 14*

(Laying length tolerances are
in accordance with ASTM standards.)

PIPE COMPOUND PIPE END FINISH INSTALLATION
ASTM D1784 Cell Class 12454 Bell End*, Plain End JM Eagle™ Solvent Weld
Installation Guide.
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Manning Coefficient (n) = 0.009 Hazen-Williams Coefficient (c) = 150 Manning Coefficient (n) = 0.009

T - Wall Thickness I.D. - Inside Diameter ~O.D. - Outside Diameter
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This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details. CUSTOMER SERVICE:1.800.621.4404

THIS PRODUCT IS MADE IN AMERICA UPDATED OCTOBER 2025
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Solvent Weld DWV | 22000 4s core JMEagle

(

MADE IN AMERICA

SUBMITTAL AND DATA SHEET

CELLULAR CORE: ASTM F891

PIPE SIZE .0.D. .D. MIN. T. APPROX.WGT PIPE STIFFNESS
(L)) (L)) (LBS/FT) (PsI)

SCHEDULE 40

PRODUCT STANDARD CERTIFICATION NOMINAL LAYING LENGTH
ASTM F891 ANSI/NSF 61, ANSI/NSF 14*

Uniform Plumbing Code* i
(Laying length tolerances are

in accordance with ASTM standards.)

PIPE COMPOUND PIPE END FINISH INSTALLATION
ASTM D4396 Plain End JM Eagle™ Solvent Weld
Cell Class 11432 *Bell End Installation Guide

Manning Coefficient (n) = 0.009

T - Wall Thickness I.D. - Inside Diameter 0.D. - Outside Diameter
USGBC
MEMBER
This information may have been updated. Please visit www.jmeagle.com for all updated information and warranty details. CUSTOMER SERVICE:1.800.621.4404

THIS PRODUCT IS MADE IN AMERICA UPDATED OCTOBER 2025



